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WINLUCK"

EXTRUDED POLYSTYRENE BOARD




PRODUCT DESCRIPTION

W INLUCK is an extruded polystyrene foam
board commonly known as XPS. It has

a closed cell structure with skins on both sides.
This foam beard is specially formulated and
produced by a continuous, fully automated &
extrusion process and in accordance with & 1
international standards and specifications. |
WINLUCK is highly resistance to water '
absorption,dimensional stability, uniform '
density distribution, high compressive strength, "
aging resistance and also immunity against
insects, bacteria, pest and rodent attacks as it
does not provide them with nutrients. WINLUCK
is classified as a fire retardard material and i3
tested according to UL Underwriters Laboratories
Ine, USA.

COLOUR

WINLUCK is supplied to its standard blue
colour. Other colours can be produced upon
request,
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THICKNESS

The standard thickness comes in 25mm,
A0mm, 40mm and 50mm. Other thickness
ranging from 10mm to 60mm can also be
produced upon request.
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SIZE

The standard sizes available are 1818mm %
909mm and 1200mm x 600mm

TYPE OF JOINT . e .
Available in standard butt joints and shiplap S -
joints. : ‘_.:a_‘-"'/ 2

APPLICATIONS OF WINLUCK BOARD

INTERNAL WALL INSULATION

CAVITY WALL INSULATION

PLASTER TR

CONCRETE BLOCK
WINLUCK
BRICK WALL

e GYPSUM BOARD OR
REINFORCED PLASTER

et WWINLUCK

STRUCTURE WALL




RAISED FLOOR SYSTEM
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PROTECTION TO BASEMENT
WATERPROOFING

CAST-IN-SITU CEMENT & SAND PANEL
SEPERATION LAYER

WINLUCK
WATERPROOFING MEMBRANE









